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Mitered Frame Mirror 
Installation Instructions*  

Your Mitered Frame Mirror includes the following supplies:   
�  4 Z-clips,  
�  6 drywall anchors 
�  2 short silver screws (½”) Use either Phillips or square-tip driver. 
�  4 long silver screws (1”)    Use either Phillips or square-tip driver. 
�  2 long black screws (2 ¼”) 

Tools and Supplies  

�  Level 
�  Tape Measure 
�  Phillips (cross-tip) Screwdriver (cordless is ideal) 
�  Power drill  

Drywall: 
�  3/16” drill bit  
�  Stud-Finder  

Tile and Masonry: 
�  Hammer & Center Punch 
�  Tungsten Carbide Masonry Bit sized for lead 

anchors (below) 
�  Lead Anchors for masonry (These must be used, 

purchase separately.) 
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Step 2 (left side)  
 
 
 
 
 
      Step 4 (right side) 

 
Step 6:  Guide line drawn between the vertical lines. 
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Step 10 
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Steps 12-15.  Squeezing the loose Z-clips towards each 
other automatically aligns the Z-clip.   
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Step 17.  Clips should be about equal. 
 
 
 

Step 19.  Typing paper behind the 
top of the frame is all we needed. 

*Zero-Tolerance Installations— Step 3 measurement (of 3 ½”) changes as follows:  Frame width + 1¼”   (3 � ” is typical).  This 
affects vertical placement only.  Fine-tune the horizontal placement by sliding the mirror (up to ¾”) right or left on the Z-clips.   
 
 

 


